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Manufacturer:

Phone numbers:

DOT number:

Shipping name:

Product name: Coal Tar

CAS name:
CAS number:
Chemical Formula;

Synonyms:
NFPA rating:

HMIS rating;

2. COMPONENTS

Material
Coal Tar

Sloss Industries Corporation

3500 35th Avenue North

Birmingham, Alabama 35207

Product Information; 205/808-7914

8:00 AM to 4:30 PM Monday through Friday
24Hr contact: 205/808-7846

Transport Emergencies:

Call CHEMTREC: 1/800/424-9300

UN 3256

Elevated temperature liquid, flammable, n.o.s.
{conlains coal tar)

Crude Coal Tar; Tar; Tar, Liquid; Coal Tar, High Temperature
Coal Tar, High Temperature
2007-45-2

Mixture of high molecular weight aromatic hydrocarbons

Iealth 2; Flammability 3; Reactivity 0

Health 2; Flammability 3; Reactivity 0; Personal Protection H

CAS# % by wi,
8007-45-2 100
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3. HAZARD IDENTIFICATION
EMERGENCY OVERVIEW
Flammabhle liquid and vapor. Tt is shipped HOT and may cause thermal burns. Coal tar is a black or
almost black viscous liquid or semisolid. It is a liquid when hot (storage and transportation
conditions) and a semisolid when cooled to room temperature with a characteristic naphthalene or

asphalt like odor. Coal tar is considered a known

3. HAZARD IDENTIFICATION (CONTINUED)

EMERGENCY OVERVIEW (continued)
carcinogen. Cancer risk depends on duration and level of exposure. Avoid skin contact and avoid
breathing vapors or mists. Harmful if inhaled. Exposure in significant excess of recommended
exposure limils may cause headache, nausea, dizziness, drowsiness, and unconsciousness.

ACUTE EFFECTS

Eye:  Contact with hot material may cause thermal burns. Vapors can cause eye irritation, tearing and
sensitivity to sunlight.

Skin:  Contact with hot material may cause thermal burns. Skin contact with cooled material in the absence
of recommended hygiene practice can cause irritation and possible dermatitis.

Ingestion: Unlikely route of exposure. Irritation of the gastrointestinal tract followed by nausea and
vomiting, abdominal discomfort, rapid pulse, etc. Cardiovascular collapse may occur. Contact
medical help immediately. '

Inhalation: Exposure can cause upper respiratory tract irritation. Prolonged exposure in excess of
permissible levels can have short term effects such as, dizziness, headache, nausea, respiratory
difficulty, and possible collapse.

CHRONIC EFFECTS
Long term exposure to coal tar can cause increased sensitivity to sun light. Coal tar may present a
cancer hazard. See Section 11.
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4. FIRST AID
Eve Contact:
Flush eyes thoroughly with large quantities of cool water for 20 minutes, occasionally lifting upper
and lower eyelids. Get medical attention.
Skin Contact:
For hot coal tar, immediately immerse in or flush the affected area with large amounts of cold water
to dissipate heat. Cover with clean cotton shecting or gauze and get prompt medical attention. No
attempt should be made to remove material from skin or to remove contaminated clothing as the
damaged flesh can be easily torn. For contact with cool material, residual product can be removed
| with olive oil. DO NOT use solvents.
! Ingestion:
| Contact medical help immediately. (Note to physician: If victim is conscious, and if corrosive
injury is ahsent, remove hy gastric lavage or emesis. Activated charcoal is useful. Follow with 240
ml of milk. Gastric lavage and emesis are not to be used in the presence of esophageal injury
[Draisbach, handbook of poisoning, 12th ed.]).
Inhalation:
Remove to fresh air, restore breathing if necessary. Get medical attention.

Flash point: 128°F (53°C) by TCC method
LEL and UEL: not established

Coal tar is a flammable liquid. Coal tar at or above its flash point can generate vapors that may ignite in the
presence of air and a source of ignition.

Extinguishing Media: Use dry chemical, carbon dioxide, sand, foam, steam, or water fog.

|
|
|
Special Fire Fighting Procedures: Keep unauthorized people away; isolate hazard and deny entry. Stay i
upwind; keep out of low areas. Wear self-contained breathing apparatus and full protective clothing.
Extinguishing around the edges may prevent the spread of fire by hardening the material. Water fog can
control unconfined product, but water may cause frothing or eruption in closed tanks. (See 1990 Emergency
Response Guidebook, guide 27).

I

Unusual Fire and Explosion Hazards: None known.
Hazardous Combustion Products: CO,, CO, NO,, 50,, and PAH's (Poly Aromatic Hydrocarbons).
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PRI A
SPILL OR LEAK
1. Eliminate sources of ignition.
2. Do not touch spilled material, avoid breathing vapors; stop leak if you can do so without risk. No

|| smoking or flames in spill area.
3. Keep unauthorized people away.
4. Small spills: Take up with sand or other absorbent material and place into containers for later
disposal. See Section 13.
- § Large spills: Dike far ahead of spill for later disposal. See Section 13.

WASTE DISPOSAL METHODS

See Section 13.

1. Malterial is shipped hot (above 140°F (60°C)). Take necessary precautions to prevent contact.

2. Use adequate ventilation to keep exposure levels below the PEL of 0.2 mg/m’. If adequate
ventilation is not possible see section 8.

- 8 Wear protective clothing to minimize skin contact with cool or hot product. Wash exposed

area after handling, especially before eating.
4. Bond and ground when transferring material.

STORAGE
1. Keep away from sources of ignition.
2. Store separate from incompatible materials. See Section 10.
3. Material becomes a semisolid if allowed to cool.
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ﬂ 8. EEEMWW

The OSHA permissible exposure limit (PEL) for coal tar pitch volatiles is 0.2 mg/m’, ventilation
capable of keeping exposure below this level is recommended. Where adequate ventilation is not
possible use a NIOSH/MSHA approved organic vapor air purifying respirator or supplied air

II respirator, depending on concentration.

Wear safety goggles, gloves and protective clothing to minimize skin contact.

The use of barrier cream before and during work may be beneficial.

Contaminated clothing should be removed and laundered before reused.

Wash expmad areas thoroughly with soap and water after handling and especially before cating,
drinking, using tobacco products or restrooms.

Black viscous liquid
Aromatic asphalt-like

Physical state: Viscous liquid
Flash Point: 128°F (53°C) TCC method

Vapor pressure (mmHg): Not Established

Boiling Point: >401°F (204°C)

Vapor density (air=1): Not Established
Solubility in water: Nil
Density (g/ml): 1.25

| 10. STABILITY AND REACTIVITY
Stability: Stable
Polymerization: Will not occur under normal conditions
Incompatibility: Strong Oxidizers. Flammable, do not store near source of ignition.

When burned, polycyclic aromatic compounds and hazardous vapors may be |
emitted in concentrations greater than the permissible exposure level.

Decomposition Products:
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ACUTE
LD, (rat) 960-1,250 mg/kg.

Irritation Data:
15 ug/3 days intermittent skin-human mild; 5%/3 hours skin-rabbit mild

Toxicity Data:
Mutagenic data (RTECS); Tumorigenic data (RTECS).
Exposure limits:

OSHA PEL: 0.2mg/m?

ACGIHTLV: 02mg/m’

NIOSH REL: 0.1mg/m’

CARCINOGENICITY
NTP X IARC X (groupl) OSHA X  ACGIH X

The above organizations consider coal tar to be a known carcinogen.

A number of cases of skin cancer in patients who used tar ointments have been reported. In 1946, a UK
mortality analysis showed an increase in scrotal cancers among patent-fuel workers. A number of cases of
both skin and scrotal cancer were described among workers exposed to coal-tars or coal-tar pitches.
Epidemiological studies have shown an excess of lung cancer among workers exposed to coal-tar fumes in
coal gasification and coke production. A small excess of bladder cancer in tar distillers and patent-fuel
workers was shown in one study. Workers exposed to petroleum or tar or pitch exhibited an elevated risk of
cancer of the renal pelvis. In a stamping plant, millwrights and welders exposed to coal-tars and coal tar
pitch showed greater incidences of lcukemia and cancers of the lung and digestive organs.

Environmental hazard. Keep out of waterways.
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13, y

Upon disposal this material may become a characteristic hazardous waste due to ignitability (D001) and to a
leachable benzene content of greater than 0.5 ppm (DO18). Coal tar does not have a reportable quantity but
the following components do have reportable quantities. Reuse, recycle, or dispose of in accordance with

ll local, statc and federal regulations.

The following are substances considered hazardous by one or more regulatory agency and identified in coal
tar at concentrations greater than 0.01 percent by weight.

IIEh:miszaLnanm EHS-TPO  EHSRO CERCLARO 313 Z%bywt

Acenaphthylene 100 0.7

Acrolein 500 1 1.5

Anthracene 5000 X 0.9
H Benzene 10 X 1.0

Renzo(a)anthracene 10 0.8

Benzo(b)fluoranthene 1 0.5

Benzo(k)fluoranthene 5000 03

Benzo(ghi)perylene 5000 0.1 “
u Chrysene 100 0.9

Fluoranthene 100 2.3

Fluorene 5000 1.2

Indeno (1,2,3,-cd)pyrene 100 0.1

Naphthalene 100 X 1.6 "
Il Phenanthrene 5000 42

Pyrene 1000 5000 2.0

Phenol 500 1000 X 0.2

Styrene 1000 X 0.05

Toluene 1000 x 03
“ M, P-Xylene 100 X 0.1







